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Before You Get Started

Clipex would like to thank you for your purchase. 
We are very proud to be able to provide you with this incredible machine.

Thank you.
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Before You Get Started

Please read this section, prior to using your Clipex PG or PGX crush

	• Read the operators manual – operators manual should be read and understood in full prior to using 
the Clipex cattle crush.

	• Operation of the crush controls should be undertaken by only ONE trained operator at any time.

	• Make yourself familiar with surrounds and personnel in the vicinity of crush.

	• Make yourself familiar with the full operation of the crush.

	• Ensure crush is firmly anchored to the ground before operation.

	• Before operating crush check for any obvious or visual defects.

	• DO NOT operate the controls while there is a person/s located in the crush.

	• Check function of crush prior to animals entering. For example: slam latches are in working condition 
and headbail locking.

	• Determine the process that is being applied to animals and set up crush in a suitable manner.

	• If loadbars are fitted to the crush and weighing is required, ensure indicator is mounted in a stable 
and safe location. Also ensure that loadbars are free from obstruction.

	• When operating headbail handle. Ensure that secondary handle is disengaged to avoid injury to 
others.

	• Ensure Headbail Locking cell is engaging when pressure is applied prior to operating with live cattle.

	• Ensure that the entry gate is locked into position after the animal enters the crush.

	• If parallel side squeeze is fitted to the machine, ensure that locking cell is engaging when pressure is 
applied prior to operating with live cattle.

	• Appropriate lead-up race required.

	• Age of operator: 16+

Clipex would like to thank you for your purchase. 
We are very proud to be able to provide you with this incredible machine.

Thank you.

Please note:    This document contains information that is accurate as of Febuary 2021
                                              All images are for illustration purposes only.

All images in this document are for illustration purposes only.

For warranty information please see page 9 - 10
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3m - Internal length

2115mm - length to kick gate

720mm  
Internal
width

3.2m - External length

PG
PG Crush Dimensions2180mm  

External Height

Floor options available on select PG cattle crushes

INSERT IMAGE
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Kick Vet Gates

Forklift Lift Points
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Latches

Front Access Gates

PG

Wrap Around Headbail

Headbail Rubber

Getting To Know Your Clipex PG Series Crush
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Getting To Know Your Clipex PGX Series Crush

3m - Internal length

2115mm - length to kick gate

720mm  
Internal
width

3.2m - External length

PGX
PGX Crush Dimensions2180mm  

External Height

Floor options available on select PG cattle crushes
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Getting To Know Your Clipex PGX Series Crush

PG1100 Shown

Extendable Handle

Infinite Locking 
Mechanism

Lock Release

Adjustable Width

Head Brace

Quick release adjustable 
headbail handle

Nylon bushes in chin bar, 
headbail and side doors

- Chin bar - 
Includes new 
locking cell 

design

HYDRAULIC LOCKING SYSTEM
ULTRA  LOCKDESIGNED AND DEVELOPED BY

•	 Locks in any position

•	 Unlocks without additional levers

•	 Simply close and open headbail handle to lock and 
unlock the mechanism automatically.

•	 Can be fitted to any PGX or PG crush system
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Ultra Lock - Hydrolic locking system servicing

WARNING:
•	 Test headbail locking mechanism is effectivly locking and unlocking prior to operating with cattle.
•	 Do not open the oil reservouir at any time unless required to do so following the Bleeding guidelines.
•	 Do not open the oil reservouir when in operation. Opening while in operation may result in user harm.

Oil Levels
•	 If there is no oil in the locking cell, fill oil into the reservoir up to the brim, then start the bleeding process. 
•	 If the headbale is fully closed and there is no oil in the reservoir, additional oil should be added. 

•	 If the headbale is fully open, half the reservoir should be filled. 

Oil Reservoir
•	 If oil is visable around the reservoir, ensure bolts 

are tight to ensure a tight seal.

•	 Only for use with ISO15 oil

1. Remove bolts and lid

2. Push down the ball in the check valve using allen key

3. Open and close headbale about 5 times or until no more air surfaces from within the mani-
fold. Note that the ball in the check valve must remain pushed in during the process.

4. Remove the allen key from the check valve and then test if the locking cell functions by 
physically pry open the headbale.

5. If the door is unable to open, the bleeding process was successful. If the door can be pushed 
open or moves, continue with the bleeding process according to step 2 & 3.

6. Move the headbale to half open or mid stroke position on the locking cell

7. Ensure that the lid seal lies in the designated slot, then put the lid back on and fasten bolts

Bleeding Guidlines
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Safe Operation

Before operating the machine, ensure you are familiar with its operation

	•    Ensure no foreign objects are in these areas.

	• Ensure no foreign     objects 

are in these  areas.

	•   Do not, at any time, have any bodily parts in the Headbail area.
	•   The Headbail and Entry gate move outwards from the Crush.

	• If your crush is fitted with a parallel side Squeeze there are several pinch points and 
must be carefully operated.
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Safe Operation Continued

	•    Ensure no foreign objects are in these areas.

	•   Do not, at any time, have any bodily parts in the Headbail area.
	•   The Headbail and Entry gate move outwards from the Crush.

	• Ensure the beast is caught in the Headbail and squeezed appropriately, before using Vet 
gates.

	• Do not use your foot to close the Vet gates inside the crush.

	•    Ensure the vet gates are closed and locked in properly.

Before operating the machine, ensure no harm can come to the animal. 

	• Ensure animal entry points are closed when crush is not in use.
	• Allow animals to flow freely up and down the lead up race prior to entering crush by avoiding excessive 

pressure. 
	• If an animal appears to be injured, care should be taken when handling in the crush.
	• Do Not allow animals to enter while an operator is inside the crush.
	• Eliminate any obstructions at the entry and exit points of the crush to avoid animal injuries.

Please note:

	•     Ensure all gates are in their locked position prior to operation

Animal Safety

The Clipex PG & PGX series crushes have been designed to handle cattle only.
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	• Ensure all body parts such as arms are not placed in locations which could be crushed by 
animals or moving parts of the crush.

	• Ensure correct footwear is worn when operating crush.
	• Ensure walkways and access gates are always used in an appropriate and safe manner.
	• People under the age of 16 should not be in the vicinity of the machine while operating.
	• Do Not climb on crush. 
	• Take care when working with livestock. Livestock may behave unexpectedly.
	• Wear suitable protective clothing, at all times, when using the machine.
	• Setup a “Operator Safe Zone” around your working area
	• Do Not allow animals to enter “Operator Safe Zone” around crush.

                          
                    

Safety Tips

 The operator must be over 16 years of age and be competent in the operation of this machine. 

Basic Maintenance 

	• Lubricate slam latches as required using a good quality lubricant such as WD40 or Lanolin  spray.
	• Check operation of slam latches before use.

	• Check locking cells are free from any foreign matter. DO NOT lubricate locking cells

	• Ensure all bolts and fasteners are tight prior to operation.
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Troubleshooting

Problem Solution

Locking cells not holding 

•	 Check locking cells are free from any foreign matter, including oil and grease – wipe 
clean with a rag if required.

•	 Ensure locking cell teeth are not cracked or worn.
•	 Adjustment may be required if problem persists. 

Slam Latch not functioning •	 Slam latch may be seized – Ensure latches are lubricated when required

Entry Gate not functioning
•	 Excessive dirt and debris on bottom slide – Clean regularly.
•	 Rollers on top of gate may require lubrication. 

Side access gates are hard to open 
/ close

•	 Hinges may be seized – Lubricate hinges as required.

Loadbars / Indicator not functioning 
correctly

•	 Refer to manufacturer user guide for troubleshooting information.

Side Squeeze will not open or 
close

•	 Excessive amount of dirt and debris inside crush –  Clean crush floor regularly.
•	 Locking cell failed – Refer to item 1 -  “Locking cells not holding”

Ensure Teeth are not crasked or broken

Remove foreign matter including dirt, oils and grease or other materials.
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Warranty Information

 

 

 

 

 

 

 

 

Olsson-AG Pty Ltd T/A Clipex and its successors as well as its assigns (“Clipex”) provides 
the following limited warranty against defects.

 11 What this warranty relates to

This warranty relates to any defects or faults in the items or products purchased that are not as a result of 
normal wear and tear. This relates to product failure, including defective materials or broken parts that disable 
the machine in anyway. Any parts that have been redesigned in future machines are not subject to warranty 
claims. These parts can be purchased seperatly if required. Parts subject to general wear and tear such as 
nylon bushes are also not covered under warranty.

 

 
 

 

 

 

2.12.1

2.22.2

33

22 What Clipex will do to honour the warranty

Clipex will assess all claims, and at its discretion, repair or replace the ‘said’ item. 
Clipex will return the "said item" to the customer at its cost once it has been determined there was a 
defect / fault, due to no fault of the customer.

To claim the benefit of the warranty, the customer will need to:
(a)  present the defective Goods/Services to Clipex including inspection for defective workmanship, or other-
wise provide evidence of the claimed defect; and
(b) provide evidence of proof of purchase upon request by Clipex
The claim listed in clause 3.1 may be made in person, or the claim may be sent to an address of Clipex’s 
choosing, including the particulars required under clauses 3.1 (a) and 3.1 (b).
The appropriate form can be found by contacting us directly, and Clipex will email a copy of the form.

What the customers must do to claim the warranty

3.13.1

3.23.2

3.33.3

 

1.11.1

1.21.2

Any works required to be completed in addition to fixing the defect are the responsibility of the customer. 
Additional works include any modifications, disassembling and reassembling that are not related to the ‘said’ 
item.
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Duration of warranty

Responsibility for costs of claim

Rights at law

This warranty will cease from the date that is 5 years for structual parts and twelve (12) months for pneumatic 
parts, unless stated otherwise, after the customer takes delivery of the Goods/Services in accordance with 
clause 5 of the “terms and conditions of trade”.

If a defect does not materialise in the good/services prior to the date provided in clause 4.1, Clipex will have no 
liability to the customer under this warranty Against Defects and the customer releases Clipex from all claims 
for loss or damage in any way connected with the Goods/Services from that date.

Clipex is responsible for the costs directly associated with repairing or replacement of the defect only. After 
approving any claim for defects, Clipex will also be responsible for the return costs of the repaired or replaced 
‘said’ item to the Customer.
Any works required to be completed under clause 1.1, which are in addition to those directly related to 
rectification of a defect, will be at the cost of the Customer.

The benefits given to the Customer under this warranty are in addition to other rights and remedies of the 
Customer at law in relation to the Goods/Services.
Clipex’s Goods/Services come with guarantees that cannot be excluded under the Australian Consumer Law. 
The Customer is entitled to a replacement or refund for a major failure and for compensation for any other 
reasonably foreseeable loss or damage. The Customer is also entitled to have the Goods/Services repaired 
if the goods fail to be of acceptable quality and the failure does not amount to a major failure during the 
warranty period.

Clipex service sites:

624 Progress Rd,
Wacol
QLD 4076

Clipex Brisbane
123 Gunnedah Rd,
Tamworth
NSW 2340

541 Wagga Rd,
Lavington,
NSW 2641

49 Moorong St,
Wagga Wagga
NSW 2650

262 Coleraine Rd,
Hamilton
VIC 3300

160-164 Raglan St,
Roma,
QLD 4455

Clipex Tamworth

Clipex AlburyClipex Wagga Clipex Hamilton

Clipex Roma

Olsson-AG Pty Ltd T/A Clipex
624 Progress Road, Wacol QLD 4076

Ph 1800 657 766 - Fax 1300 568 448
Email admin@clipex.com.au

Web: www.clipex.com.au
ABN 45 161 389 297

4.14.1

4.24.2

5.15.1

5.25.2

6.16.1

6.26.2
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Notes Notes
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